QUICK START GUIDE

SCL-9 / SCL-9XL

Introduction

Congratulations, and thank you for purchasing UBL Synthesis Custom Loudspeakenrs (SCL)
senies in-wall loudspeakenrs. For more than 80 years, JBL engineers have been providing audio
equipment for homes, concert halls, recording studios and movie theaters around the world,
and JBL products have become the hands-down choice of leading recording artists and sound
engineers. The SCL-9 and SCL-9XL are the latest members of the JBL Synthesis Home Theatenr
system.

Please take the time to study this document so that you can obtain the best possible
performance from your loudspeakers. For more information and othenr languages, visit
https://www.jblsynthesis.com.

Should further assistance be required feel free to contact JBL Synthesis technical supponrt at
the numbernrs below.

Inside the US and Canada: +1 888.691.4171

Outside the US and Canada: +44 1707 668 012

Package Contents
Each SCL-9 / SCL-9XL package contains:

1x JBL Synthesis Custom Loudspeaker

1x Quick-start Guide & Safety Sheet

1x Magnetically Attachable Grille

1x Bracket Installation Template

2 x Wall Bracket (mounting hardwanre not included)

If you suspect that there has been shipping damage, reponrt it immediately to your dealer. We
recommend that you keep the box and packing matenrials for future use.
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Connecting the Speakers to Amplification

To connect the SCL-9/SCL-9XL loudspeakenrs to power amplifien(s) or a receiven, use two-

conductor insulated speakenr wire.

Wire Length Recommended Size
Up to 20 ft. 14-gauge
Up to 30 ft. 12-gauge

Greatenr than 30ft. 10-gauge

The spring-loaded binding posts can accommodate up to #10 AWG stranded wire.

Genenral Installation Notes

Use appropriate mounting hardware for the type of surface to which the speakers will be

mounted.

WARNING: HARMAN International assumes no responsibility for improper installation
of hardware or for any personal injuries or product damages resulting from impropenr
installation or a fallen loudspeaker. Professional installation is recommended.
Mounting hardware is not included.
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Preparing the Hook-Up Wire

1. First determine the distance between your amplifier and the most distant speaker in each
group (fronts, surrounds, back surrounds, passive subwoofenrs).

2. Now make the hookup wires for all speakenrs in each group this length, even if one speaker
is much closer to your amplifier than the other. This will help maintain proper signal balance.
Remembenr to make extra wires for bi-amp or bi-wire usage should this be selected.

3. Strip off 3/8” of insulation from both ends of each conducton.

4. Twist each set of stranded wires into a tightly bunched spiral. Run wires through walls to the
mounting positions.

5. Itisimportant to connect all speakers identically: (+) on the speaker to (+) on the amplifier and
() on the speaker to (-) on the amplifienr.
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Installation - Vertical

1 Note: Install the mounting bracket in a way
that is appropriate to the installation situation.
Professional installation is recommended.

IND

Note: Carefully mount the speaker bracket on the
wall bracket.
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Installation - Horizontal

the speakenr bracket on

Note: Carefully mount
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